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AMSOIL Synthetic Water Resistant Grease is
formulated for applications with frequent water
exposure. It is ideal for boat trailer and tow
vehicle wheel bearings. 

Testing shows AMSOIL Synthetic Water
Resistant Grease loses significantly less mass
to water spray-off and washout than conven-
tional greases do (see graph right). It also offers
rust and corrosion inhibition.

AMSOIL Synthetic Water Resistant Grease is
an extreme pressure fortified grease offering
outstanding protection against sudden, severe
load increases. It also offers outstanding friction
reduction, which helps components run cooler
and more efficiently than they do with conven-
tional greases. Outstanding low temperature
pumpability allow this grease to replace sepa-
rate high and low temperature products, while
its thermal and oxidative stability suit it for
extended service and shelf life.
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Grease That Won’t Wash Away

AMSOIL Series 2000 Synthetic Racing Grease is an extreme-pressure
multi-purpose grease formulated for high-temperature/high-speed
applications, such as racing. It provides load-bearing protection nor-
mally reserved for heavy-duty greases.

AMSOIL Series 2000 Synthetic Racing Grease offers outstanding
wear protection. It passes the Ford Film Strength Endurance Test with
a 16-point margin. Most non-solid fortified greases cannot pass this
challenging wear protection test. 

AMSOIL Series 2000 Synthetic Racing Grease offers excellent 
protection in temperature extremes. It maintains outstanding low
temperature pumpability and high temperature consistency. It is
highly resistant to thermal and oxidative breakdown, which keeps com-
ponents running clean and protected. It offers excellent water washout
resistance with outstanding rust and corrosion inhibition.

AMSOIL Series 2000 Synthetic Racing Grease offers extended ser-
vice life and extended shelf life.

Greases leaving greater than a 1.0 mm scar fail
the Ford M1C75B Film Strength Durability Test
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Film Strength Endurance

Before using AMSOIL, two of our race cars were suffering wheel bearing seizures on a regular basis.  This
year, using AMSOIL Wheel Bearing Grease [AMSOIL Series 2000 Synthetic Racing Grease], our problem
stopped totally. H.C. Houston, Texas

Synthetic Water Resistant Grease
NLGI #2, GC/LB EXTREME PRESSURE FORTIFIED

Series 2000 Synthetic Racing Grease
Ultimate Protection for Hard-Driven Vehicles

NLGI #2, GC/LB  EXTREME PRESSURE FORTIFIED

• Unsurpassed load bearing capacity and 
high temperature protection

• Superior anti-wear performance and 
friction reduction

• Dependable all-temperature protection

• Excellent cohesiveness and adhesiveness for 
wet-duty performance

• Seals metal surfaces against rust and corrosion
• Dependable all-temperature protection
• Superior load carrying and extreme pressure 

performance
• Resists friction and wear

• Excellent oxidation resistance, 
preventing grease breakdown

• Resists water washout and 
inhibits rust and corrosion

G-1207 83476  8/4/06  7:28 AM  Page 2




